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the coking time for the oven to the 
coking time specified in the written 
plan for the observed flue temperature 
before pushing the oven. The oven 
must continue to operate at this cok-
ing time (or at a longer coking time if 
the temperature falls below the min-
imum allowed for the increased coking 
time) until the problem has been cor-
rected, and you have confirmed that 
the corrective action was successful as 
required by paragraph (a)(4)(v) of this 
section. 

(v) Once the heating problem has 
been corrected, the oven may be re-
turned to the battery’s normal coking 
schedule. You must then measure and 
record the flue temperatures for the 
oven within 2 hours before the sched-
uled pushing time for the next two con-
secutive pushes. If any flue tempera-
ture measurement is below the min-
imum flue temperature for that coking 
time established in the written plan, 
repeat the procedures in paragraphs 
(a)(4)(iii) and (iv) of this section. 

(vi) If any flue temperature measure-
ment is below the battery-wide min-
imum acceptable temperature for com-
plete coking established in the written 
plan for any oven at any coking time, 
you must remove the oven from service 
for repairs. 

(vii) For an oven that has been re-
paired and returned to service after 
being removed from service in accord-
ance with paragraph (a)(4)(vi) of this 
section, you must measure and record 
the temperatures of all flues for the 
oven within 2 hours before the first 
scheduled pushing time. If any flue 
temperature measurement is below the 
minimum flue temperature for the 
scheduled coking time, as established 
in the written plan, you must repeat 
the procedures described in paragraphs 
(a)(4)(iii) and (iv) of this section. 

(viii) For an oven that has been re-
paired and returned to service after re-
moval from service in accordance with 
paragraph (a)(4)(vi) of this section, you 
must report as a deviation to the per-
mitting authority any flue tempera-
ture measurement made during the ini-
tial coking cycle after return to serv-
ice that is below the lowest acceptable 
minimum flue temperature. 

(b) As provided in § 63.6(g), you may 
request to use an alternative to the 

work practice standards in paragraph 
(a) of this section. 

§ 63.7293 What work practice stand-
ards must I meet for fugitive push-
ing emissions if I have a non-recov-
ery coke oven battery? 

(a) You must meet the requirements 
in paragraphs (a)(1) and (2) of this sec-
tion for each new and existing non-re-
covery coke oven battery. 

(1) You must visually inspect each 
oven prior to pushing by opening the 
door damper and observing the bed of 
coke. 

(2) Do not push the oven unless the 
visual inspection indicates that there 
is no smoke in the open space above 
the coke bed and that there is an unob-
structed view of the door on the oppo-
site side of the oven. 

(b) As provided in § 63.6(g), you may 
request to use an alternative to the 
work practice standard in paragraph 
(a) of this section. 

§ 63.7294 What work practice standard 
must I meet for soaking? 

(a) For each new and existing by- 
product coke oven battery, you must 
prepare and operate at all times ac-
cording to a written work practice plan 
for soaking. Each plan must include 
measures and procedures to: 

(1) Train topside workers to identify 
soaking emissions that require correc-
tive actions. 

(2) Damper the oven off the col-
lecting main prior to opening the 
standpipe cap. 

(3) Determine the cause of soaking 
emissions that do not ignite automati-
cally, including emissions that result 
from raw coke oven gas leaking from 
the collecting main through the damp-
er, and emissions that result from in-
complete coking. 

(4) If soaking emissions are caused by 
leaks from the collecting main, take 
corrective actions to eliminate the 
soaking emissions. Corrective actions 
may include, but are not limited to, re-
seating the damper, cleaning the flush-
ing liquor piping, using aspiration, put-
ting the oven back on the collecting 
main, or igniting the emissions. 

(5) If soaking emissions are not 
caused by leaks from the collecting 
main, notify a designated responsible 
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